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Period-textured plastering 
is now accorded due recogni- 
tion as a ^reat Renaissance 

in American Architecture. 



MILCOR PRODUCTS \RE fc NTIALTO BETTER PLA KINc 
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Modern Textures Add Charm to Plasterim 




ooking back over thousands of years of History, it is interesting to note that 
during the past few years, greater strides have been made in advancing Style 
in plastering than during any other age or period of civilization. Striving to develop 
harmony of exterior and interior architecture, the deft trowel of today's plasterer, 
guided by the genius of the architect, has revealed the truly artistic possibilities of 
better plastering. 

Interesting plaster textures are now in vogue. This is not merely an innovation. 
It is a renaissance of ancient plaster textures. It marks the rise of a new American 
Period in architecture. Architect and artisan together have awakened a proper appre- 
ciation for plastering as a medium of expression in interior and exterior architecture. 

Proper adaptation of these textures to various types of architecture and to various 
rooms, is important. The pages of this book are rich with suggestions. Lovers of homes 
will find many interior effects here, so interesting that every detail deserves studied 
attention. 

Any competent Plastering Contractor, working on a base of Milcor " Stay-Rib " or 
"Netmesh" Metal Lath and allied products, can produce these modern American 
Period textures. The influence of Grecian, Italian, French, Spanish, English and 
Colonial period-architecture is plainly evident in this new American Period, and the 
various textures are named accordingly. 



Modern Methods and Materials Add Safety and Strength 

roadening your viewpoint beyond this fascinating aspect of style and expression 
in plaster, you will appreciate the extreme importance of firesafeness, perma- 
nence and investment-protection, made possible through the invention of Milcor 
expanded metal products. 

Much has been accomplished in raising the standards of plastering in recent years. 
But nothing has contributed more to the unexcelled modern modes in Better Plastering 
than expanded Metal Lath — the greatest plaster-base the world has ever known! 
Metal Lath and its allied products have made firesafeness a reality in homes, as well 
as in big buildings. Permanently beautiful, crackfree walls are also thus made possible. 

No other factor in interior construction contributes more to quick depreciation, 
high repair costs and low resale values than careless plastering. This is equally true 
of exterior Stucco work. So we have included considerable data in this book to help 
you distinguish between Better Plastering and ordinary or dangerous plastering. 
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he winter residence of Mr. and Mrs, Mercer P. Moseley of New York, overlooking Biscayne 
Bay at Miami Beach, Florida, appropriately expresses the Spanish influence in American 
Period plastering. The Living Room — with rough textured walls in warm shades of buff— harmonizes 
well with the exterior Stucco, which is also consistently Spanish in texture and color tone. 



H. George Ftrtk, Architect — Photo by Courtesy of "The Spur" 
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trongl"n expK >i the influ A the If ; I n American f r- 

ing is this old fireplai e in the Reception R> m Tl New York City. I 

rugged simplicity and sp iousness, together with porous color- , cr i nideallyn uline 

atmosphere Plastei has been cli us too, you will noti< r • impart a feeling of rough 
hewn v eiiing timbers. 

I: vim pies like this emphasi the innate qualities pi r is l highl 1 medium >r 

onveying th( . h u u t< r is tics old period rcl ectur The variety t K itiful, hand-wrough 

textured finishes is limited o ' tl ingenuity o{ che Ai litect and the kill r. 

Even Roman Travertine marble and French Caen >ne r luced r 

It is atify ing to knou . too, that such \\ ills and ceilii m be m lent they ar 

pleasing in appearance. Up to the time that American u iity perfe I metal lath as a i >r 

plastering, it seemed impossible to t ial the technique of old Ir n ar' But nov t is no 

problem at all to make interior v lis and ceiling ; stuc >, cr fr and firesaK 

well irchitecturally beautiful. 
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n this ji )usl] olorful little kit< i in the home Ral] ■■ ■ • - 

F< mt, Wisconsin, modern pi I rii in mt part. The lower [ 

the walls is finished \\\ Keene's , tro^ ; tnd h; I, \ n to resei 

tile, painted in white enamel. Ti >er p > t t: 1 filing is fini .aeon 

ve, sanded, colonial texture. Thiscom jshown t I d l I 

s well as thoroughly practical, r kitchens ai ithr 

Rich blue glossy tile have 1 into s G nt 'round the sink. Ti im 

effect could also have been obtained with plastering . Tin Lrd in r i c< >r 

rid the bowl of pure zinc are de U that give rare dis to this kitchen. Thr ^h th 

pen Joor >u see the Breakfast Nook, wit its tit or walls finish ! in 

In planning the kitchen, it is well to \ ire attent n» nly to ef& trr >f 

various units, but also to such details oi ? i isi ink :itck a. 

Milcor Expansion Casings will be doul au ni f an llent 
ppe ince. They cost less, t< in w 



len trim. 
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n Americ s finest h i t walls and ceil- 
ings a I >eii tg built free, fn re 
d permanently beautiful by Better Pi; r- 
n a hiisL-oj metal lath. The insert shows 
the b urfacc ol plastering on Milcor N 

h Metal I ath. Notice how the plaster 
h. ' k< ' throu) ompletely embedding 

il li Such walls as these i i f f cr I 

You will find interesting data on Milcor N 
mesh and Stay^Rib Metal Lath on pages 26 

and 27. 
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t< m tinst bumps ai I u r that w 
ruin ordinary plast< d corners. 
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he n rt shows an exposure of cracl 
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An interesting detail in the Morse home is this wall-crypt with tapestry 

background, for the bird cage. 



The rough hewn timbered ceiling and the fireplace of unfinished stone 

harmonize perfectly. 




Residence of V/r. D. P. Morse, Jr Bronxtille. N. V ng influence of the Elizabethan Period Howard and Frenaye, Architects 

Photos ' i E.H 
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Bedroom Fireplace — Notice Book-niche 



>bert M. Haig. 
Jew York. 

i> Architect. 

mWallace Gillies 

urtesy of 

1 Architect." 

i Period textured 

the influence of 

Architecture. 




Corner Fireplace in Bedroom — Haig Resident 
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C BINATION TEXTURES 

Roman Travertine mar ?hasbe< i ma all 

re: in Amer in Per J plasterii _ In 

Public Buildings a . mbination of Italian 
Textui vn above is verv ; rorriate. 



ITALIAN TEXTURES 

Interesting etfects can be obtained through 
mbinations r pla^ r-textures — the walls in 
one texture, the ceiling in another; or lower 
nd upper sections of walls in different textures 





FRENCH TEXTURES 

The ft. vel t-like textures ar tyj al of 

French influence i American Period plasterin, 
Combinatioi i the a" n be worked 

out in a variety of pleasing color scheme 



ENGLISH TEXTURES 

Roughcast textures liketh cpre old English 

atmc re. Frequently a combination of rough 

and semi-rough English textui are speciiied, 
respectively, for the lower walls and iling 










Beautiful Color Tones in Better Plasterin 







he charm of this new American Period 
plastering depends not alone on tex- 
tures. Color is also an important factor. Plas- 
tering in colors adds subtle beauty to the home 
and lends an atmosphere of genuineness which 
no other form of wall decoration possesses. 

With color embodied in the plaster, you save 
all the expense of painting, papering, or finish- 
ing the walls in any other manner. That sav- 
ing will more than offset the difference in cost 
between Better Plastering on Metal Lath and 
ordinary, unsafe plastering. 

Proper adaptation of color is important. 
Rooms facing north, for instance, are most pleas- 
ing when finished in some shade of yellow 
ranging from cream color to deep pumpkin 
yellow. Rooms facing south will 
take grays advantageously — 
ranging from light gray to a 
deep putty shade. For sunny 
rooms any colors that won't 
fade easily are commendable. 
Rooms with eastern or northern 

both — ■ look 

Cool 



or 



exposures — 

well in warm colors. 



tones are best for rooms with 
western or southern exposures. 
Neutral tones, neither warm 
nor cool colors, are suggested 
for rooms of uncertain exposure 
where west light, for instance, 
conflicts with east light. 

Warm tones include yellow, 
gold, orange, brown, pink, rose, 
red. Cool tones are gray, blue 
green, violet, silver, Neutral 




Richards- Freer Phoi 

In this little sun-nook of a Chicago a part m 
nciUd color bl s on p nC iat-finish 

plaster emphasize the possibiliti ! imparting 
letr/ule thr, oer use of wall tont 



tones are ivory, cream, buff, putty, and tan. 
Wherever you have adjoining rooms with 
wide doorway between, it is always good taste 
to finish both alike in color tone, preferably 
neutral. 

You will want to pay attention, as well, to 
color harmony in furnishings. See that objects 
suit the room in size, coloring and style. Try 
to have pieces harmonious with each other, 
comfortable, well-made and adequate for the 
requirements of the family. 

You can readily appreciate the importance 
of planning color tones for all rooms well in 
idvance. So talk this over carefully with your 
plastering contractor and have a clear under- 
standing as to what color schemes are most 

desirable under the light con- 
ditions encountered in your 
home. The above suggestions 
may be used as a guide, but you 
will want to exercise judgment 
and adjust these recommenda- 
tions to your personal prefer- 
ences. 

The modern plastering con- 
tractor has earned the right to 
be classed as a "Plastic Decora- 
tor 1 ' and you will find him 
prepared to offer valuable sug- 
gestions, based on experience 
and study. Remember that 
walls and ceilings represent 
more than 80% of the visible 
interior and that the plastering 
contract is one of the most im- 
portant phases of your home. 
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Hon:,' of Helena and 

\\ hart on Clay, \\ m- 
netl HI 2 immerman, 
Sa > rid Zimmerman, 
\rchitect 




Portland Cement Stucco 
in Span ish Period 7\ 
lure. Interior and Ex- 
teriorplasi ntiri 

on metal lath. 



For Permanent Beauty in Exterior Architecture 

Portland Cement Stucco on a Base of Metal Lath 



ecause of the great variety of pleasing 
finishes that are possible with stucco, 
both in color and in texture — and because of 
the permanence, firesafeness, comfort, economy 
and stability in value of stucco-clad buildings — 
stucco has gained great favor. Portland Cement 
Stucco properly applied on a base of metal lath, 
so as to thoroughly embed the network of ex- 
panded metal, produces a wall that is practically 
everlasting. Its beauty and strength will endure 
for generations to come. 

Much has been written and said about the 
ancient and old Roman mortars, but it maybe 
safely claimed that, through- 
out all the experience of man- 
kind, no cement or mortar has 
had the strength, orcouldexcel, 
or possessed the ability to stand 
our variable climate, as well as 
Portland Cement. And the re- 
inforcing value of expanded 
metal lath contributes still 
more to the permanence and 
firesafeness of Portland Ce- 
ment Stucco. 

Perfect harmony between ex- 
terior and interior Architec- 
tural effects can be maintained 
by making the interior plaster- 
textures correspond in char- 
acter with the exterior stucco 
texture and color. 




Two scratch coats and the fin lure c< 

of Mdcor Netn hExpandedM 
Lath, Stucco completti nbeds tht lath. 



Textures showing the influence of various 
Architectural Periods are pictured on the 
preceding page. Here are some color-tone 
suggestions appropriate for the various finishes: 

Qrecian — Looks best in white, light grays, and 
ivory. 

Spanish — Yellows, pinks, or white. 

Italian — Deep buffs, creams, pinks, warm red- 
dish hues, or soft tints, or white. 

French — Light grays, cream, or white. 

English — Soft buff, tans, or grays. 

Colonial — Light grays, or cream. 

California — Any of the color 
tones suggested under Italian, 
or duo-tone combination color 

effects. 

Thorough workmanship 
and no skimping of materials 
are the two essentials for the 
best stucco work. Hire a reli- 
able contractor who will assure 
you of both. 

MilcorNetmesh or Stay-Rib 
Metal Lath weighing not less 
than 3.4 pounds per square 
yard is particularly recom- 
mended tor exterior stucco 
work and should be ''back 
plastered". Permanence and 
ideal insulation against cold or 
heat are thus assured. 
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Better Plastering, on Milcor Metal Lath, Increases 



the Earning Power of Big Buildings. 




ne of the most important problems in 

big building design is that of insuring 

maximum return on the investment involved. 

The architect who is able to plan a structure 

with five or six per cent more room space 

available from the same building area is add- 
ing that percentage, or more, to the earnm 
power of that building. 

Better P tering, on at >f Milcor Stay- 
Rib or Netmesh Metal Lath, can be empl ed 
so as to greatly increase the potential revenue 

and the value of big buildi js. Non-bearing 

partitions can be i Lde as thn m u h and 

half — solid plaster, reinforced with M »r 

Metal Lath, SU] >rted by Mil it Steel C 'fi- 
nds. Such parti ,, plastered o 
t> ii il thickness ol 1 ' 2 ()r 2 inc hes, are 1 
itively firesafe and sound retarding, and will 
rei tin tree from cracks under ill n i- 

ditions -the safest, most pi ' nd sati 

factory construct) known. I Ik- ; ii 

tloi >r s] r instance, in a ro im h I, 

using these 1 ' i^im h solid ad of 

4-inch partitions, would p< > \ >i 

approximately 15 r s — ^ h 

an increased revenue 1 about 6 per r V il 
worth c 1 tnsiderati 
Then, r >, proper planning of plast< 

metal lath, as compared with other ty] 
interior wall construction, often > rh l- 

sands of dollars in initial cost. V 

<>ne instance where Zimmerman, Zim- 

merman, architects, saved at leas 

for the Elks' Club at Joliet, [Him 

the plastering a caret planned pari 

interior design. In accomplishing this - 
they alsi tbtaihed more beautiful erf than 

had been planned originally tor this club house 
increased its tir ifeness, made it hter in 
weight and structurally str iger. 

Maintenance costs are also minimized to I 
gr t degr through Better PI n 

\li! <r Metal Lath. There is less dai er of 

cracks developing ills p red netal 

lath than in any her type oi wall istruc 
don. Unli ed or subjected ti I- 

ingl\ abnormal settling rins, crack- will 

never develop in plaster on a metal lath b 



Where ornamental plastering is demanded, 
Milcor Netmesh Metal Lath is the ideal bast 
because it can be formed 1 dily into an 

desired shape. Elaborate d gns can thus be 

developed without excessive deptl plaste 

Every n dern building should also have 
Mil rExp Lsion Corner Beads. They are nov 

considered d to v 11 etr\. Over hr r 

million feet of inter r wall corners .ire thus 
protected in In dreds< \ ncn itstl 

tures, such as The Straus Build Chic 
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Plastering on Metal Lath is the Only Type of 



Construction Offering These Advantages. 



This subject is not too tec anical for to discuss intelligently with your Architect or 

C .tractor .An understanding the Milcor Products and modern methods described 
on this and the next three pages, will help u to determine ho w want to build r 
prott linstfin crackir : depreciation and undue maintenance expense. 




<g is one of the most important factors in the construction of your home, or of any 
building. Don't slight the plastering contract. Discuss it with your Architect or Contractor, 
.rrange a consultatior including the Pla- ring Contractor, and consider carefully his compar- 
ative V on Better Plastering on Metal Lath and ordinary plastering on wood or an other base. 

The initial cost, ot cour ill be somewhat higher for Better Plastering on Metal Lath than for 

infer r cor ruction. But you must remember that the cost o( a home or any building includes 
not only le initial investment but also the maintenance expense plus interest on the amount spent 
for maintenance. Keeping that fact clearly in mind, you will ap :ate that any means of cutting 
the cost of v \ _p is quivalent to cutt: _ the original cost. 

Ther ometim temptation to reduce a buildir budget b substituting inferior construe- 



Mileor"Stay-Rib" Metal Lath — "The Backbone of Better Plastering" 



There a. severed types and Stay- Rib 

La: \ is I ncr 2 t m 

sheet Thu used al exclu is a 

ng or. a. 

ing or. 

iau - - ' i& 

ype of lath is also cu om black -hearth 
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F - shed in var <s t ing 

unds i - pounc ier square 
The oiht r illu: shou lot Lath 

I — .dU led i bixL the 






the right mg an I. Furnish*, nvarious 

weights, rang ir ml ?5 pounds I .60 pounds per square 

jrd. u can have samples for inspe iesire. 

'Stay-Rib N has fu ? ribs } §-inch deep, space 

I hes apart. These i act a en ing members and 

give this lath remarkable r The strands, or si 

these ribs, are so shaped that a minimum of plat 
-equirt Thisadtanta^ mdilsgrea nakeSu 

h heme pular es netal lath for walls 

lass uil -n homes t *-apers. 

Wider spL. ids c \nels supporting the wall 

is also /x :ble be ise s superior rigidit 
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tion in details that will remain unseen in the finished structure. But it is not a saving in the long run. 
When you consider the protect n Milcor metal lath construction accomplishes against fire and 
dangerous cracking of walls and ceilings — when you realize how metal- lathed plastering insulates 
a building against heat in summer and cold in winter, thereby saving fuel — when you experience 
the sanitary advantages of this superior construction and know that it prevents inroads of vermin 

when you appreciate the comfort of knowing that ceilings are not going to drop off, endangering 
the lives of your family or guests, and that no ugly cracks are going to mar the beauty of your home 
and slash thousands of dollars off your investment through such glaring evidence of depreciation 

when you find that plastering on metal lath most efficiently prevents transmission of sound 
then you will see the wisdom of making the slight additional investment required and you will con- 
gratulate yourself on the permanence and safety of your walls. 

Aside from your desire to live in a home that is safe and which will retain its original appearance 
of newness and beauty for long years to come, don't overlook the fact that some day you may want to sell 
this Home I And every prospective buyer critically inspects the walls. Cracked plaster, broken corners, 
cleavage cracks at inner angles of walls or ceilings or around door and window casings, are always rec- 
ognized as danger marks, which seriously reduce the price a home or building might otherwise bring. 

So study these Milcor Products carefully. It doesn't cost much to put them into your home. 
And they increase the value tremendously of every building in which they are embodied. 
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Netmesh" Diamond Expanded Metal Lath 



The ability of Netmesh' % Metal I ath to scatter the force 
cf shocks, blows, stresses and strains, is unequalled. The 
network of expanded metal dissipates the force so completely 
that walls plastered on this Milcor Product remain crack- 
free under the most severe conditions. 

The expanded diamond texture of Milcor Xetmesh Lath 
permits the mortar to work through and form a perfect series 
of "keys" in hardening around each of the metal strands. 

The qualities of fire sateness and sound-deadening which 
add so much to the value of plastering on all Milcor Metal 
Lath, also prevail in Milcor hetmesh. This lath is partic- 
ularly well adapted to formation cf "Firestops" — basket 



shaped receptacles, placed at floor lines between all partitions, 
filled with plaster or other noncombustible material, to 
block air currents and thus to preclude possibility of fire 
being fanned into destructive flames between partitions. 

All Milcor Painted Metal Lath is heat-treated and rean- 
nealed after being cut and expanded, giving the metal longer 
life and greater strength. Milcor Special Elastic Paint adds 
further protection. 

Milcor Netmesh Metal Lath is made in weights ranging 
from 2.20 pounds to 3.40 pounds per square yard; cut from 
Steel, painted black; from Galvanized Steel ; from Pure Zinc; 
from Pure Copper. Would you care to examine samples ■ 




Netmesh, Cut from Galvanized Sheet. 



Netmesh. Painted Bl 



Corrugated Netmesh, from Galvanized Sheet 



27 



Milcor "Expansion" Corner 

Beads 

C ears ago, you will remember, attempts used 
/ to be made to protect plastered corners with 
wooden "bumpers" — clumsy, unsanitary, ugly, 
and wholly unsatisfactory. Instead of protecting 
the corners, these old-fashioned bumpers even- 
tually loosened and then the corner was ruined. 
Then the concealed Metal Corner Bead was 
devised, similar to that shown in the center illu 
tration below. That was a big step forward and 
it was accepted as thoroughly satisfactory until 
a few years ago when Milcor perfected its "Ex- 
pansion" Corner Beads, with expanded metal 
wings inste i of solid wings. 

Compare the two illustrations below — the one 
at the left — Milcor "Expansion" Corner Bead — 
and the middle one, with solid metal wings. 

PI ter can ooze through the expanded metal 
and permanently lock the i rner bead to the 

lath K p whereas on the solid metal win 

plaster cannot t a g d grip. 

The extra width of the win 4 "E: i M 

Corner Bead helps the kman to get corners 

pre *ht and true for even though the 

corner studdin be out of alignment, the 

wide, nded metal wii permit sufficient 

adjustment to stt ghten up h corner. 

] re t I imples and insist on genuine 
Milcor"! nsion" Corner Beads. 



Milcor "Expansion" Casings for 

Door and Window Trim 

he contrast between old-fashioned wooden 
casings and Milcor Metal " Expansion" Cas- 
ings, from the standpoint of appearance alone 
is so extremely favorable to Milcor "Expansion ' 
Casings, that most people who get a good con- 
option of this modern metal product are no 
satisfied with any other type of casing. 

Superior appearance, however, is just one of 
the important advantages of Milcor "Expansion" 
Casings. They will save money for you, because 
they eliminate expensive wooden trim and are 
more easily installed than wood. They are neu- 
tral in finish, and thus eliminate the problem 
of getting furniture to match certain woodwork 
They are sanitary, easy to keep clean and they 
always appear neat and new. They are firesafi 
and the expanded m il wing reinfor s the 
walls against jars from slamming doors, jolt 
strains and abuse which would crack ordinar 
wood-trimmed plaster. 

Milcor" Expansion" Casings have gained such 
favor in residen s of all types ft [ft modest 
bungalows and duplex flats to fine mansions, 
i id in all classes of big buildings, that this pat- 
ented Milcor product is now recognized as an 

sential to Bern Plastering. 

If you would like to sc mples of "Expan- 
sion" Casings do not hesitate tO 
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Help Stop Fire Tragedies 



Firesaje houses are now a reality without exces- 
sive cost. Wood stud ristruction, prgtecti 

plaster on metal lath ha s been accorded a full e 
Hour Ratine by the I 'nJerur iters' I ahoratones. 

t's time to take tiresafe construction more 

seriously. Think of this: 15,000 persons were 

urned to death last year and 16,000 were injured by 

tire in the United States. The monetary loss was 

$548,810,639 — an average loss per day of more than a 

millionandahalf dollars— more than a thousand dollars 

a minute BURNED up. 

Everybody shares the loss. Every building burned is 
removed from the tax list. The tax it would have 
produced must be paid by the remaining taxpayers, and 
the tremendous economic loss can't even be estimated. 
Hardships in homes, loss o( wages, loss of business, 
failure to fulfill contracts, loss of clientele — losses that 
represent untold billions of dollars — all caused by fires, 
87' o of which, according to a careful survey of statistics, 
could have been prevented! 

Over 60% of the total number of fires take place in 
homes. Every four minutes, on an average, throughout 
the day and night, a fire breaks out in some home. Each 
day of the year an average of five schools, fifteen hotels, 
five churches, one hospital, four w trehouses, ninety-six 
farm buildings and six department stores are burning. 
Whoever builds a home or any other type of building 
should consider it a duty to his neighbors, to his com- 
munity, to his family's safety and to his own pocket- 
book, to insist on construction that assures as much 
firesafeness as possible. 

In building a home, it is not necessary to go to the 
costly measures that are considered necessary to insure 
firesafeness in big buildings. Wood^tud construction, 
protected by plaster on metal lath, has been given a full 
One Hour Rating by the Underwriters 1 Laboratories. 
This means that a fire will be confined to the room in 
which it starts for at least one hour if protected by 
plaster on metal lath. That assurance of safety against 
fire is quite ample for homes, for there is little possibility 
of speadmg a fire or suffering any serious damages under 
conditions of that sort. 

Most fires in homes start inside. So that should be 
the first consideration. But the exterior, including the 
roof, should also get due attention as to firesafeness. 
Sparks on roofs in 1924, for instance, caused damages 
amounting to over $15,93 1,342. 

Milcor Metal Roofs are so desirable from the stand- 
point of appearance, so stormproof and so firesafe that 
you are sure to agree that no other type of roof is 
quite so good. Complete information and estimates will 
be gladly furnished any time you say. 
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Discuss these Milcor Products with Your Architect 
and Contractor for Every Room of Your Home 



The Entrance Hall 

Halls and stairways should always be protected by 
plastering on metal lath. Fires often start under 
stairways. If a stairway is wrecked, a fire may have serious 
consequences. 

Use Milcor Stay-Rib or Netmesh Metal Lath for Walls 
and Ceiling; "Expansion" Base Screed at the "baseboard 11 , 
or Milcor Metal Cove Bases; "Expansion" Corner Beads 
for all exposed corners and inner angles; "Expansion" 
Casings for Door and Window Trim. 

Plaster textures recommended: Caen Stone Block, 
Travertine Marble or any rough texture plastering suited 
to the general architectural scheme. 

The Living Room 

For crackfree, firesafe walls and ceiling, plaster on 
Milcor Stay-Rib or Netmesh Metal Lath; protect all 
exposed corners, including the plastering over the fire- 
place, with "Expansion" Corner Bead No. 1; prevent 
cracksfrom starting at inner wall angles and ceiling angles 
by using "Expansion" Corner Bead No. 2; " Expansion" 
Base Screed, or Curved Point or Plain Base Screeds at the 
baseboard; "Expansion" Casings for door and window 
trim, or "plaster reveal" windows reinforced with "Ex- 
pansion" Corner Bead; Milcor Concealed Metal Picture 
Molding instead of clumsy, protruding, dirt-collecting 
w r ooden molding. 

Rough textured plastering is appropriate for Living 
Rooms. 

The Dining Room 

Sanitary, vermin proof, crackfree, firesafe construction 
demands all Milcor Products mentioned in the preceding 
paragraph. Clean, attractive interiors, easy to keep that 
way, are assured by this type of modern plastering rein- 
forced by metal. 

Rough textured plastering, harmonious to the archi- 
tectural scheme, is recommended. 

The Kitchen 

In the "busiest room of the home" Milcor Products 
are particularly desirable. Kitchen wall corners need the 
protection of Milcor "Expansion" Corner Beads. Ceiling 
and walls if plastered on a base of "Stay-Rib" or "Net- 
mesh" Metal Lath will not sag or cr ack, in spite of clouds 
of steam and extreme changes of temperature three times 
daily in your kitchen. The sanitary features of "Expan- 
sion" Casings, and the ease with which they can be kept 
spotlessly clean, make this metal trim for doors and 
windows so superior to old-fashioned wooden trim that 
no modern kitchen should be designed without giving 
consideration to this product. It is the wife who will 
welcome this construction most. She deserves Milcor 
construction and she will appreciate it. "Expansion" 
Base Screed, Curved Point or Plain Base Screeds, are 
also recommended for the kitchen. 

"Sand Float" and "Smooth Tile" plastering textures 
are best for kitchens. 

The Bath Rooms 

As a reinforcing base for the concrete in which the 
finished tile or terrazzo floor is laid, "Stay-Rib" Metal 
Lath is important, as well as for the plastering base for 



walls and ceiling. Bath Room and Lavatory plastering 
will neversagor crack, and floorswill remain unblemished 
if Milcor Metal Lath is used throughout. If the door and 
window casings are of the " Expansion" family, they will 
never warp or separate from the wooden jambs. Milcor 
Metal Cove Bases are a worth-while detail, too, in Bath 
Rooms. 

" Sand Float" and " Smooth Tile " textures are correct 
for Bath Rooms. 

The Bed Rooms 

Walls that won't transmit sound are important for 
bed rooms. Plastering on metal lath retards and dissi- 
pates sound to such an extent that no other type of con- 
struction is better suited to insure quiet rooms. 

Bedroom furniture is moved almost daily — so you 
will want these modern, concealed bumpers, "Expansion" 
Corner Beads, on all corners, for they will permanently 
protect the plaster and deflect bumps and blows which 
would ruin ordinary corners. 

"Expansion" Casings keep dirt, dust and cold from 
getting in at door and window jambs. You'll want them 
particularly in the bedrooms. Milcor Concealed Metal 
Picture Molding and "Expansion" Base Screed belong 
in these rooms, too. 

"Sand Float" plastering is most popular for bedrooms, 
although conservative rough textures are also in vogue. 

The Furnace Room 

Wherever fire hazard has serious possibilities, Milcor 
construction is of vital importance. Cellar ceilings plas- 
tered on metal lath pay back the small investment they 
represent by insuring protection from fire and by insu- 
lating the floor above from cold and dampness. The 
Laundry Room, Fruit Cellar and other "undergound" 
rooms are worth plastering in a permanent, practical 
manner with Milcor Metal Lath. 



"Fire st ops" Between All Partitions and Floors 

Insist on "Firestops" throughout your home. "Net- 
mesh" or "Stay-Rib" Metal Lath, shaped into basket- 
form, filled with brick chips and mortar or other non- 
combustible material, should be placed at proper intervals 
between floors and partitions, to prevent possibility of 
partition-drafts in case of fire. All bearing partitions 
that support floors should be protected by firestops. 

The Qarage 

Maximum insulation from cold, from heat, fire or 
moisture is obtained if the garage is plastered on a base 
of Milcor Metal Lath. Where garages for two or mor 
cars are built with separate stalls for each car, Milcor 
" Netmesh" or Stay-Rib partitions, without plaster, form 
a practical, economical means of separation. 

The Roof 

Sparks on roofs are responsible for the loss of more 
than fifteen million dollars worth of buildings each year. 
Milcor Roofs prevent fires. In addition to that, they are 
unequalled for beauty and durability. Investigate Milcor 
American" Metal Tile, Spanish Metal Tile, Metal Slate 
and Art Metal Shingles before you decide on your roof. 
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Diagram Showin 



i 



Netmesh" Lath. 2— "Stay-Rib" Lath No. 1. 3 — tl Expansion" Outside Corner 
Bead. 4 — " Expansion" Inside Corner Bead. 5 — 4 ' Expansion " Base Screed. 6 
u Expansion" Window and Door Casings. 7 — "Expansion" Flashing. 8 — Concealed 
Metal Picture Molding 9 — Milcor Spanish Metal Tile. Other artistic styles of Milcor 
Metal Roofs are also available. SC — Scratch Coat Stucco. FC — Finish Coat Stucco. 
BP — Back Plastering. FS — Firestops. A — "Netmesh" 3.4 for Exterior Stucco. B — 
Stucco Keyed through "Netmesh." C — Back-Plastering from Inside. D — Building 
Paper or other insulation. E— "Netmesh" 2.35 for Inside Walls. F — Inside Plastered 
Wall over "Netmesh". 

These five most vulnerable points in all dwellings should be protected by plaster on a base 
of Milcor Metal Lath: 1 — All bearing partitions that support floors. 2 — Ceilings under in- 
habited floors especially over heating plants and coal bins. 3 — At chimney breasts, around 
flues, back of kitchen ranges. 4 — Around all heat ducts and plumbing pipes. 5 — Closets 
under stairways and ceilings of halls and prominent rooms. 
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A Library of Information for 

Prospective Builders 



wealth of literature is being published for the 

benefit of prospective home builders. The Milcor 

organization keeps constantly in touch with the best 

publications and is prepared to offer valuable suggestions 

to anyone who is thinking about building. 

Look upon us, if you will, as your Librarian. Ask us 
to furnish a list of the best books, magazines and articles 
with which we come in contact. 

A valuable monthly magazine featuring small homes, 
including reproductions of floor plans, is now available, 
and if you so desire, we shall be glad to see that you receive 
it, with our compliments. 

This service is maintained for all who are interested in 
better homes. Even though you may not contemplate 
building in the near future, do not hesitate to consult us 
with regard to the above or about any of the Milcor 
Products or methods to which we have referred in this 
Book. Actual samples of Milcor Products will be furnished 
gladly on request. Just ask your Architect, Contractor or 
Building Supply Dealer — or write direct to us for them, 
at no cost or obligation on your part. 




Members of "National 
Council for Bet it r 
Plait 



MILWAUKEE CORRUGATING COMPANY, MILWAUKEE, WIS. 



CHICAGO, ILL. 



KANSAS CITY, MO. 



LA CROSSE, WIS. 
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